Addendum No. 1

Wicomico County Purchasing
125 N. Division St. Room B-3
Salisbury, MD 21801
Ph. 410-548-4805 Fax 410-334-3130

Date: 12/11/2015

Addendum # 1
Bid: Perdue Stadium Padding for Fencing
A pre-bid walkthrough was held on December 8, 2015, at 11:00 AM. The sign in sheet from this
meeting follows this addendum, along with the pictures that are referenced in the following
answers.
The requirement that bidders must confirm the measurements before the bid opening date has
been lifted. However, a purchase order or contract will not be completed until after a preconstruction meeting has been held, where the apparent low bidder will confirm the
measurements. As stated in the bid documents, the vendor is responsible for accurate measuring.
Wicomico County does not guarantee the measurements and is not responsible if the
measurements are incorrect.
The following are answers to questions provided at this pre-bid walkthrough.



There is the chance for banners to be placed over the padding in the outfield. Before this
project, the banners were fastened with zip ties directly to the fence itself. However,
future plans have not been decided yet.



Only the home-run fence itself needs to have the padding installed onto it. The backing
fence behind the home run fence does not need padding.



After measurements were taken, the warning track did have some maintenance completed
on it. The actual measurements of the fence may be approximately an inch higher than
what was listed on the original bid documents.



For options 2 and 4, the padding should be 8’ high, for every section of the home-run
fencing. This is so the field may drain under the padding.



For options 1, 2, and 4, the padding on the home-run fencing should be uniform and flush
on the top rails. There is approximately a one to two inch variance with the height of the
home-run fence height, when measuring
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For options 2 and 4, the padding should be uniform and flush all the way around the
home-run fence. As the side rails protrude further out than the fence fabric, a frame can
be used in order to achieve this.



Padding needs to be placed on the fencing above the concrete wall along the third base
line, as well as the concrete wall itself. This location can be seen in Picture 1.



The stairs leading down from the stands to the field along the third base and first base
lines do not need to be padded. An example of these stairs can be seen in Picture 2.



The gate used for grounds keeping equipment will need to be padded, but the gates must
be able to be fully opened and closed without hindrance. A picture of these gates and
opening can be seen in Picture 3.



The wood wall in right field will need to be padded with 4” padding without a wood
backing. This is because this wood wall will be replaced in the future and the padding
will need to be easily removed. A picture of this wood wall can be seen in Picture 4.

Submitted by
Wicomico County Purchasing
purchasing@wicomicocounty.org

2

